
 
 

 Power Supply 400 Watt PV400

 

 Versatile installation 

 Power 400 W 

 Power switch 

 Efficiency approx. 90 % 

 Automatic Input Voltage Selection 

 
    
 
 

Short Description 
 
The Power Supply Unit PV400 features an automatic input 
voltage selection (115 VAC/230 VAC.). 
It is suitable for assembly in 19”-racks, on DIN rails (with 
adapter plate) and for wall mount. The connectors are on the 
rear side with an IEC power socket-outlet with switch and with 
an AMP Mate-N-Lok switch. 
 
 

Options 
 
Within the limits voltage and current are adaptable to the 
application. 
 
Variations 
 
Max. 400 W 
Max. 14 A 
Max. 72 V 

 
 

Variation Voltage Current design 

PV400/V326 72 V 5,0 A 16 TE / closet / cap rail 
PV400/V349 48 V 7,5 A 16 TE / closet / cap rail 
PV200/V350 48 V 5,0 A 16 TE / closet / cap rail 

Further variations on demand 
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 Power Supply 400 Watt PV400

 

 
Input 

Input voltage nom. 230 VAC / 115 VAC 

Input voltage range 85  VAC – 132 VAC  / 185 VAC - 265 VAC 

Input current < 650 VA  

Inrush current <16 Apk limited by thermistor 

Input power Max. output power +10% 

Input frequency 47 - 63 Hz 

RFI-protection, isolation, 
leakage current, overshoot 
and transient response  

See respective standards 

 
 

Output 

Output voltage Max. 72 V, see table, more variations on demand, up to 400 V 

Output current Max. 14 A, see table, more variations on demand 

Ripple  <0.2% rms; <1% pp (freq. range 20 Mhz) 

Dyn. load regulation ±2% power deviation 40% / 60% 

Line regulation control 0.02% 

Load regulation 1% 

Temperature coefficient 0.2%/°K 

Hold up time >10 ms for nominal output voltage at full load 

Efficiency 230 V / 72 V 90.6 % 

Efficiency 115 V / 72 V 88.7 % 

 
 

Ambient Conditions 

Temperature range 0°C to 40°C / 50°C (depending on the version) 

Storage temperature range -20°C to +85°C 

Humidity 0 – 90% non-condensing 
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 Power Supply 400 Watt PV400

 
 

Standards 

Low voltage directive 2006/95/EG 

 Safety EN 60950-1, EN 61010-1 

 High voltage test EN 60950 compliant 

Clearance and creeping dis-
tances 

8 mm input - output / 4 mm input - chassis / 2 mm output - chassis 

Leakage current <3.0 mA at 50 Hz and 265 VAC  

PFC EN 61000-3-2 

EMC (electromagnetic com-
patibility) 

EN 2004/108/EG 

 ESD EN 61000-4-2: 4/8 kV 

 Burst EN 61000-4-4: 2 kV 

 Surge EN 61000-4-5 

 RFI EN 55011 class B 

Appliance class Class I 

Ingress protection rating IP20 

 
Protection 

Power limiting 750 VA primary 

Current limiting 110 % dipping, 130 % deactivation resettable by input voltage disconnection 

Overvoltage protection 105–130%, depends on variation resettable by input voltage disconnection 

Overtemperature protection >50 C internally limited resettable by cooling down 

 
 

Interfaces and Signals 

Input terminal X1 Main connector male, EN 603207 / C13 

Output terminal X2 4-terminal AMP Mate-N-Lok 350780-1, 3 x male contact 926893-1 

 
 

Mechanics / Mounting 

Cooling system Internal fan, temperature controlled 

Mounting 19″- rack, rail- or wall mounting 
custom built application design-in on demand! 

Dimensions See drawing 

Weight 1.25 kg 
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 Power Supply 400 Watt PV400

Mechanics E1k 19″ / 3U / 16HP (Standard Series) 





 

 
 

Mechanics E1k Wall Mount / Rack Mount 
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